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ELASTIKOTE—^'The Universal 

1 D REINFORCED 

1 r a 1 n t WITH BAKELITE 


I 

LIGHT IVORY 


IVORY 



LIGHT GRAY 


GRAY 

These colors are best for the painting of residences, 
commercial buildings and^ for trim and decoration 
in contrast to darker colors on all exterior surfaces. 





E LASTIKOTE was formulated in 1903. It was 
then a new type of paint for the protection 
of all exterior surfaces. It was a paint des- 
tined to upset all pre-conceived theories of the 
length of service to be obtained from a paint 
coating. 

In thirty years Elastikote has become known 
as a super paint. It was service that earned its 
designation as a paint of superior qualities ~ ser¬ 
vice under every conceivable circumstance of 
usage—service under conditions which rapidly 
destroyed ordinary paints. 

On wood and metal, brick and stone Elasti¬ 
kote has withstood the ravages of wind and 
weather, rain and snow, blistering sun and in¬ 
tense cold, without cracking, without peeling, 
without disintegrating for longer periods of time 
than attained by any other coating. 

The record of the years tells how well we suc¬ 
ceeded in attaining our goal. Elastikote has 
done all we expected and more. 

Today—Elastikote is ready to surpass even its 
own splendid performance of the past—for Elas¬ 
tikote has been improved in a manner as sensa¬ 
tional as its original conception. 

Elastikote now is reinforced with Bakelite— 
the hard impervious Bakelite generally known in 
the form of pipe stems, gears, radio parts, and 
molded objects—and Bakelite has raised Elasti¬ 
kote to a level all its own, high above the usual 
exterior coatings. 

Elastikote prevents the penetration of mois¬ 
ture, prevents damage from smoke, soot and 
acid fiimes and a surface sealed by Elastikote 
against each of these agents of destruction can 
defy time itself. 

Elastikote is txow available in sixteen colors— 
white, graphite, tWo types of aluminum and five 
types of blacks and a Lead Red Primer. The 
colors are shown here. The other types are 
described on the next page. 

A Brighter, Smoother Alamiimm 

Elastikote Aluminum is ‘Ultra-Bright’. It’s 
shiny smooth surface is almost like chromium 
plating. It offers a brilliant contrast to the usual 
aluminum paint and has the inherent durability 
of the rest of the Elastikote line. Available in 
exterior, interior and heat resisting types. 




OLIVE 



BRIGHT RED OXIDE 



MAROON 


These colors are best for industrial exteriors where 
greatest resistance to smoke, soot and fumes is de¬ 
sired in addition to decorative and protective value. 


THESE CHIPS NOT MADE WITH ELASTIKOTE. THEY ARE FOR COLOR REFERENCE ONLY 































OTHER ELASTIKOTE ITEMS 


OUTSIDE WHITE 6LOSS 

A high grade white of good gloss which may be brushed 
or sprayed. May be tinted with colors in oil. > 

LEAD RED 
(Priming Coat for Metal) 

This is a reinforced Red Lead primer for metal surfaces 
and not intended for finishing coats. Should be painted 
over with the color desired for the final coat. 

ALUMINUM, EXTERIOR 

This is an oil base paint suitable for use on all exterior 
surfaces of wood, brick or metal. Can also be used inside, 
but is a little slower drying than the regular interior 
aluminum. 

ALUMINUM, INTERIOR AND HEAT 

RESISTING 

This paint is of a varnish base designed for use on all 
interior surfaces of wood, brick or metal, plaster or cement. 
It will stand temperatures up to 600 degrees F. 

ACID RESISTING AND INTERIOR GLOSS 
BLACK 

This paint will withstand severe fumes, certain acids 
and brine conditions, and should be used only on metal 
surfaces inside. 

ACID RESISTING AND EXTERIOR GLOSS 
BLACK 

T119 paint is designed for all exterior metal surfaces. It 
is highly resistant to acids, brine, fumes, etc. 

HEAT RESISTING GLOSS BLACK 

For Exterior or Interior Use 

This is designed for use on boiler fronts, stacks and other 
hot metal surfaces up to 600 degrees F. inside or outside. 
It is the best heat-resisting paint that it is possible to 
make. 

XXX GLOSS BLACK 
For Exterior Use 

This is the best exterior Black Paint that it is possible 
to produce for the protection of all kinds of metal work 
exposed to the weather. 

WOOD BLACK 

This black is designed principally for exterior wood 
surfaces, for the painting of sash and trim or any other 
wood surface where maximum wear is desired. 

GRAPHITE 

(Natural Color which is almost Black) 

This is a graphite paint heavily reinforced with Gilsonite 
and Bakelite which adds to its toughness and durability. 
It is particularly suitable for metal surfaces. 
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PAINTS 
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